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approved plan shall require the system
modifying its disinfection practice to:

(1) Evaluate the water system for
sanitary defects and evaluate the
source water for biological quality;

(2) Evaluate its existing treatment
practices and consider improvements
that will minimize disinfectant de-
mand and optimize finished water qual-
ity throughout the distribution sys-
tem;

(3) Provide baseline water quality
survey data of the distribution system.
Such data should include the results
from monitoring for coliform and fecal
coliform bacteria, fecal streptococci,
standard plate counts at 35 °C and 20
°C, phosphate, ammonia nitrogen and
total organic carbon. Virus studies
should be required where source waters
are heavily contaminated with sewage
effluent;

(4) Conduct additional monitoring to
assure continued maintenance of opti-
mal biological quality in finished
water, for example, when chloramines
are introduced as disinfectants or when
pre-chlorination is being discontinued.
Additional monitoring should also be
required by the State for chlorate,
chlorite and chlorine dioxide when
chlorine dioxide is used. Standard plate
count analyses should also be required
by the State as appropriate before and
after any modifications;

(5) Consider inclusion in the plan of
provisions to maintain an active dis-
infectant residual throughout the dis-
tribution system at all times during
and after the modification.

(g) The water sample for determina-
tion of maximum total trihalomethane
potential is taken from a point in the
distribution system that reflects max-
imum residence time. Procedures for
sample collection and handling are
given in the methods. No reducing
agent is added to ‘‘quench’’ the chem-
ical reaction producing THMs at the
time of sample collection. The intent is
to permit the level of THM precursors
to be depleted and the concentration of
THMs to be maximized for the supply
being tested. Four experimental pa-
rameters affecting maximum THM pro-
duction are pH, temperature, reaction
time and the presence of a disinfectant
residual. These parameters are dealt
with as follows: Measure the disinfect-

ant residual at the selected sampling
point. Proceed only if a measurable
disinfectant residual is present. Collect
triplicate 40 ml water samples at the
pH prevailing at the time of sampling,
and prepare a method blank according
to the methods. Seal and store these
samples together for seven days at 25
°C or above. After this time period,
open one of the sample containers and
check for disinfectant residual. Ab-
sence of a disinfectant residual invali-
dates the sample for further analysis.
Once a disinfectant residual has been
demonstrated, open another of the
sealed samples and determine total
THM concentration using an approved
analytical method.

(h) The requirements in paragraphs
(a) through (g) of this section apply to
subpart H community water systems
which serve a population of 10,000 or
more until December 16, 2001. The re-
quirements in paragraphs (a) through
(g) of this section apply to community
water systems which use only ground
water not under the direct influence of
surface water that add a disinfectant
(oxidant) in any part of the treatment
process and serve a population of 10,000
or more until December 16, 2003. After
December 16, 2003, this section is no
longer applicable.

[44 FR 68641, Nov. 29, 1979, as amended at 45
FR 15545, 15547, Mar. 11, 1980; 58 FR 41345,
Aug. 3, 1993; 59 FR 62469, Dec. 5, 1994; 60 FR
34085, June 29, 1995; 63 FR 69464, Dec. 16, 1998;
65 FR 26022, May 4, 2000]

Subpart D—Reporting and
Recordkeeping

§ 141.31 Reporting requirements.
(a) Except where a shorter period is

specified in this part, the supplier of
water shall report to the State the re-
sults of any test measurement or anal-
ysis required by this part within (1)
The first ten days following the month
in which the result is received, or (2)
the first ten days following the end of
the required monitoring period as stip-
ulated by the State, whichever of these
is shortest.

(b) Except where a different reporting
period is specified in this part, the sup-
plier of water must report to the State
within 48 hours the failure to comply
with any national primary drinking

VerDate 11<MAY>2000 09:34 Aug 21, 2000 Jkt 190150 PO 00000 Frm 00377 Fmt 8010 Sfmt 8010 Y:\SGML\190150T.XXX pfrm07 PsN: 190150T



378

40 CFR Ch. I (7–1–00 Edition)§ 141.32

water regulation (including failure to
comply with monitoring requirements)
set forth in this part.

(c) The supplier of water is not re-
quired to report analytical results to
the State in cases where a State lab-
oratory performs the analysis and re-
ports the results to the State office
which would normally receive such no-
tification from the supplier.

(d) The public water system, within
10 days of completing the public notifi-
cation requirements under Subpart Q
of this part for the initial public notice
and any repeat notices, must submit to
the primacy agency a certification that
it has fully complied with the public
notification regulations. The public
water system must include with this
certification a representative copy of
each type of notice distributed, pub-
lished, posted, and made available to
the persons served by the system and
to the media.

(e) The water supply system shall
submit to the State within the time
stated in the request copies of any
records required to be maintained
under § 141.33 hereof or copies of any
documents then in existence which the
State or the Administrator is entitled
to inspect pursuant to the authority of
section 1445 of the Safe Drinking Water
Act or the equivalent provisions of
State law.

[40 FR 59570, Dec. 24, 1975, as amended at 45
FR 57345, Aug. 27, 1980; 65 FR 26022, May 4,
2000]

§ 141.32 Public notification.
The requirements in this section

apply until the requirements of Sub-
part Q of this part are applicable. Pub-
lic water systems where EPA directly
implements the public water system
supervision program must comply with
the requirements in Subpart Q of this
part on October 31, 2000. All other pub-
lic water systems must comply with
the requirements in Subpart Q of this
part on May 6, 2002 or on the date the
State-adopted rule becomes effective,
whichever comes first.

(a) Maximum contaminant levels
(MCLs), maximum residual disinfectant
levels (MRDLs). The owner or operator
of a public water system which fails to
comply with an applicable MCL or
treatment technique established by

this part or which fails to comply with
the requirements of any schedule pre-
scribed pursuant to a variance or ex-
emption, shall notify persons served by
the system as follows:

(1) Except as provided in paragraph
(a)(3) of this section, the owner or oper-
ator of a public water system must
give notice:

(i) By publication in a daily news-
paper of general circulation in the area
served by the system as soon as pos-
sible, but in no case later than 14 days
after the violation or failure. If the
area served by a public water system is
not served by a daily newspaper of gen-
eral circulation, notice shall instead be
given by publication in a weekly news-
paper of general circulation serving the
area; and

(ii) By mail delivery (by direct mail
or with the water bill), or by hand de-
livery, not later than 45 days after the
violation or failure. The State may
waive mail or hand delivery if it deter-
mines that the owner or operator of
the public water system in violation
has corrected the violation or failure
within the 45-day period. The State
must make the waiver in writing and
within the 45-day period; and

(iii) For violations of the MCLs of
contaminants or MRDLs of disinfect-
ants that may pose an acute risk to
human health, by furnishing a copy of
the notice to the radio and television
stations serving the area served by the
public water system as soon as possible
but in no case later than 72 hours after
the violation. The following violations
are acute violations:

(A) Any violations specified by the
State as posing an acute risk to human
health.

(B) Violation of the MCL for nitrate
or nitrite as defined in § 141.62 and de-
termined according to § 141.23(i)(3).

(C) Violation of the MCL for total
coliforms, when fecal coliforms or E.
coli are present in the water distribu-
tion system, as specified in § 141.63(b).

(D) Occurrence of a waterborne dis-
ease outbreak, as defined in § 141.2, in
an unfiltered system subject to the re-
quirements of subpart H of this part,
after December 30, 1991 (see
§ 141.71(b)(4)).
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